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Indoor Depositories 
Product: DuraWood EasyRoller 
Catalog#: 40-4000  
 
Specifications are subject to change without notice. Please see www.kingsley.com for the most current 
specifications. Made in the USA. 
 

 

Return Construction/Features 

 
 
Materials: 
 
 
 
 
 
 
 
 
 

• Cabinet, Hood, Access Doors: 3/4” thick plywood with oak veneer. 
Hood is mounted to the cabinet with a quarter-turn fastener lock 
system. 

• ChipGuard Frame: Metal ChipGuard around depository opening 
prevent wood from splintering and chipping. Metal is powder- 
coated in a black textured finish. 

• Chute: Black powder-coated steel. Depository opening frame and 
chute are screwed in place. 

• Padding: 3” think foam pad with cloth cover sits on the bottom of 
the cabinet to cushion deposited materials. 

 
Casters: 
 

3” dia. corner mount casters; two swivel and two rigid. Non marring, 
plate mounted, and ball bearing. 
 

Available Finishes: High-quality stain finishes in Light Maple, Medium Cherry, or Dark 
Mahogany. Interior is stained to match exterior. 
 

Available Wording: BOOKS or MEDIA 
 

Locking Method: Keyed cam lock for access door. 
 

ADA Compliancy: 
 
Assembly Required:   

ADA compliant when properly installed. 
 
Ships fully assembled. 
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Return Measurements 

 
 
Overall Dimensions: 25” W x 25” D x 39” H 

[635 mm W x 635 mm D x 990.6 mm H]  
 

Depository Opening: 
 

18” W x 3-1/4” H [457.2 mm W x 82.55 mm H] 

Product Weight: 100 lbs. [45.35 kg] 
 

Shipping Method/Class: Freight/class 150 
 

 
 
Transport Carts Used with This System: 
No cart necessary. Complete wheeled return system. Receives materials inside cabinet. Can hold up 
to 290 standard books or 725 standard jewel cases. 
 

Accessories/Options for This System: 
Braille Tags – Reads: BOOK DROP (#99-8100) or VIDEO DROP (#99-8105) 
Custom Finish – Contact us for a quote. 
 

 


